
Sentron® Straight Section Busway

Copper (225 — 800 Ampere)

Discount Schedule MSiemens Electrical Products SPEEDFAX 2000
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400A Copper

Basic Catalog Number SX304C1 SX304C2 SX304C3 SX404C1 SX504C1 SX404C2 SX504C2 SX404C3 SX504C3

Feeder IP40 0F 223. 252. 280. 281. 355. 317. 391. 335. 409.
Feeder IP43 3F 248. 281. 312. 313. 396. 355. 437. 375. 457.
Feeder IP54 4F 261. 295. 329. 330. 417. 374. 461. 396. 483.
Feeder IP65 5F 312. 352. 392. 393. 496. 444. 550. 469. 570.
Feeder IP66 6F 334. 376. 420. 421. 530. 476. 590. 500. 610.

Plug-in IP40 0P 235. 264. 292. 293. 367. 329. 403. 347. 421.
Plug-in IP43 3P 263. 295. 327. 328. 410. 369. 451. 390. 472.
Plug-in IP54 4P 278. 312. 346. 347. 434. 391. 478. 413. 500.

Riser IP40 0R 229. 258. 286. 287. 361. 323. 397. 341. 415.
Riser IP43 3R 255. 288. 319. 321. 403. 362. 444. 382. 465.
Riser IP54 4R 270. 304. 338. 339. 426. 382. 469. 404. 491.

600A Copper

Basic Catalog Number SX306C1 SX306C2 SX306C3 SX406C1 SX506C1 SX406C2 SX506C2 SX406C3 SX506C3

Feeder IP40 0F 223. 252. 280. 281. 355. 317. 391. 335. 409.
Feeder IP43 3F 248. 281. 312. 313. 396. 355. 437. 375. 457.
Feeder IP54 4F 261. 295. 329. 330. 417. 374. 461. 396. 483.
Feeder IP65 5F 312. 352. 392. 393. 496. 444. 550. 469. 570.
Feeder IP66 6F 334. 376. 420. 421. 530. 476. 590. 500. 610.

Plug-in IP40 0P 235. 264. 292. 293. 367. 329. 403. 347. 421.
Plug-in IP43 3P 263. 295. 327. 328. 410. 369. 451. 390. 472.
Plug-in IP54 4P 278. 312. 346. 347. 434. 391. 478. 413. 500.

Riser IP40 0R 229. 258. 286. 287. 361. 323. 397. 341. 415.
Riser IP43 3R 255. 288. 319. 321. 403. 362. 444. 382. 465.
Riser IP54 4R 270. 304. 338. 339. 426. 382. 469. 404. 491.

800A Copper

Basic Catalog Number SX308C1 SX308C2 SX308C3 SX408C1 SX508C1 SX408C2 SX508C2 SX408C3 SX508C3

Feeder IP40 0F 244. 278. 310. 311. 392. 351. 432. 371. 452.
Feeder IP43 3F 273. 310. 346. 347. 437. 392. 483. 415. 510.
Feeder IP54 4F 287. 326. 365. 366. 462. 414. 510. 438. 530.
Feeder IP65 5F 342. 387. 434. 435. 550. 492. 600. 520. 630.
Feeder IP66 6F 366. 415. 465. 466. 590. 530. 650. 560. 680.

Plug-in IP40 0P 255. 289. 321. 322. 403. 362. 443. 382. 463.
Plug-in IP43 3P 286. 323. 360. 361. 451. 405. 496. 428. 520.
Plug-in IP54 4P 303. 342. 381. 382. 477. 430. 530. 454. 550.

Riser IP40 0R 250. 283. 315. 316. 397. 356. 437. 376. 457.
Riser IP43 3R 280. 316. 353. 354. 444. 398. 490. 422. 510.
Riser IP54 4R 295. 334. 373. 374. 470. 422. 520. 446. 540.

225A Copper

Basic Catalog Number SX302C1 SX302C2 SX302C3 SX402C1 SX502C1 SX402C2 SX502C2 SX402C3 SX502C3

4-Pole
4-Pole Isolated

3-Pole 3-Pole 4-Pole 4-Pole Grounded 4-Pole Ground
Grounded Isolated 200% Grounded 200% Isolated 200%

3-Pole (Internal) Ground 4-Pole Neutral (Internal) Neutral Ground Neutral

List Price Per Foot $

Feeder IP40 0F 223. 252. 280. 281. 355. 317. 391. 335. 409.
Feeder IP43 3F 248. 281. 312. 313. 396. 355. 437. 375. 457.
Feeder IP54 4F 261. 295. 329. 330. 417. 374. 461. 396. 483.
Feeder IP65 5F 312. 352. 392. 393. 496. 444. 550. 469. 570.
Feeder IP66 6F 334. 376. 420. 421. 530. 476. 590. 500. 610.

Plug-in IP40 0P 235. 264. 292. 293. 367. 329. 403. 347. 421.
Plug-in IP43 3P 263. 295. 327. 328. 410. 369. 451. 390. 472.
Plug-in IP54 4P 278. 312. 346. 347. 434. 391. 478. 413. 500.

Riser IP40 0R 229. 258. 286. 287. 361. 323. 397. 341. 415.
Riser IP43 3R 255. 288. 319. 321. 403. 362. 444. 382. 465.
Riser IP54 4R 270. 304. 338. 339. 426. 382. 469. 404. 491.

Add Suffix
To Basic

Busway Catalog
Type Number

Refer to Siemens Publication BUSA-05500 entitled,
“Sentron Busway Selection & Application Guide” for
technical information and physical parameters.

Feeder or Plug-in

Indoor IP40
Spray Proof IP43
Splash Proof IP54

Feeder Only

Outdoor IP65
Severe Outdoor IP66



Sentron® Straight Section Busway

Copper (1000 — 1350 Ampere)

Discount Schedule M Siemens Electrical Products SPEEDFAX 2000
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1200A Copper

Basic Catalog Number SX312C1 SX312C2 SX312C3 SX412C1 SX512C1 SX412C2 SX512C2 SX412C3 SX512C3

Feeder IP40 0F 350. 411. 471. 472. 590. 530. 650. 560. 680.
Feeder IP43 3F 391. 458. 530. 530. 660. 590. 730. 630. 760.
Feeder IP54 4F 413. 485. 560. 560. 700. 630. 770. 660. 810.
Feeder IP65 5F 490. 570. 660. 660. 830. 740. 910. 790. 960.
Feeder IP66 6F 530. 610. 710. 710. 890. 800. 980. 840. 1020.

Plug-in IP40 0P 361. 422. 482. 483. 600. 540. 660. 570. 690.
Plug-in IP43 3P 404. 472. 540. 540. 680. 610. 740. 640. 780.
Plug-in IP54 4P 428. 500. 570. 570. 720. 640. 790. 680. 820.

Riser IP40 0R 355. 416. 476. 477. 600. 540. 660. 570. 690.
Riser IP43 3R 397. 465. 530. 530. 670. 600. 740. 640. 770.
Riser IP54 4R 421. 493. 560. 560. 710. 640. 780. 670. 820.

1350A Copper

Basic Catalog Number SX313C1 SX313C2 SX313C3 SX413C1 SX513C1 SX413C2 SX513C2 SX413C3 SX513C3

Feeder IP40 0F 391. 457. 520. 520. 660. 590. 720. 620. 760.
Feeder IP43 3F 436. 510. 580. 590. 740. 660. 810. 700. 850.
Feeder IP54 4F 462. 540. 620. 620. 780. 700. 860. 740. 900.
Feeder IP65 5F 550. 640. 730. 730. 920. 830. 1010. 870. 1060.
Feeder IP66 6F 590. 680. 780. 790. 990. 890. 1090. 940. 1140.

Plug-in IP40 0P 402. 468. 530. 540. 670. 600. 740. 630. 770.
Plug-in IP43 3P 450. 520. 600. 600. 750. 670. 820. 710. 860.
Plug-in IP54 4P 477. 560. 630. 630. 790. 710. 870. 750. 910.

Riser IP40 0R 396. 463. 530. 530. 660. 600. 730. 630. 760.
Riser IP43 3R 443. 520. 590. 590. 740. 670. 820. 700. 850.
Riser IP54 4R 470. 550. 630. 630. 790. 710. 870. 750. 910.

1000A Copper

Basic Catalog Number SX310C1 SX310C2 SX310C3 SX410C1 SX510C1 SX410C2 SX510C2 SX410C3 SX510C3

4-Pole
4-Pole Isolated

3-Pole 3-Pole 4-Pole 4-Pole Grounded 4-Pole Ground
Grounded Isolated 200% Grounded 200% Isolated 200%

3-Pole (Internal) Ground 4-Pole Neutral (Internal) Neutral Ground Neutral

List Price Per Foot $

Feeder IP40 0F 270. 330. 390. 391. 492. 441. 540. 466. 570.
Feeder IP43 3F 301. 369. 435. 436. 550. 493. 600. 520. 630.
Feeder IP54 4F 317. 390. 461. 462. 580. 520. 640. 550. 670.
Feeder IP65 5F 377. 462. 550. 550. 690. 620. 760. 650. 790.
Feeder IP66 6F 405. 495. 580. 590. 740. 660. 810. 700. 850.

Plug-in IP40 0P 281. 341. 401. 402. 500. 452. 550. 477. 580.
Plug-in IP43 3P 314. 382. 448. 450. 560. 510. 620. 530. 650.
Plug-in IP54 4P 333. 405. 476. 477. 600. 540. 660. 570. 690.

Riser IP40 0R 275. 335. 395. 396. 497. 446. 550. 472. 570.
Riser IP43 3R 307. 375. 442. 443. 560. 500. 610. 530. 640.
Riser IP54 4R 325. 397. 468. 470. 590. 530. 650. 560. 680.

Add Suffix
To Basic

Busway Catalog
Type Number

Refer to Siemens Publication BUSA-05500 entitled,
“Sentron Busway Selection & Application Guide” 
for technical information and physical parameters.

Feeder or Plug-in

Indoor IP40
Spray Proof IP43
Splash Proof IP54

Feeder Only

Outdoor IP65
Severe Outdoor IP66



Sentron® Straight Section Busway

Copper (1600 — 2500 Ampere)

Discount Schedule MSiemens Electrical Products SPEEDFAX 2000

SELECTION

11

B
U

S
W

A
Y

S
Y

S
T

E
M

S

370

2000A Copper

Basic Catalog Number SX320C1 SX320C2 SX320C3 SX420C1 SX520C1 SX420C2 SX520C2 SX420C3 SX520C3

Feeder IP40 0F 570. 650. 740. 740. 930. 830. 1020. 880. 1070.
Feeder IP43 3F 630. 730. 830. 830. 1040. 930. 1140. 990. 1200.
Feeder IP54 4F 670. 770. 880. 880. 1100. 990. 1210. 1040. 1270.
Feeder IP65 5F 790. 910. 1040. 1040. 1300. 1170. 1430. 1230. 1500.
Feeder IP66 6F 850. 980. 1110. 1110. 1390. 1250. 1530. 1320. 1600.

Plug-in IP40 0P 580. 660. 750. 750. 940. 850. 1030. 890. 1080.
Plug-in IP43 3P 650. 740. 840. 840. 1050. 950. 1160. 1000. 1210.
Plug-in IP54 4P 680. 790. 890. 890. 1120. 1000. 1230. 1060. 1280.

Riser IP40 0R 570. 660. 740. 750. 930. 840. 1030. 890. 1070.
Riser IP43 3R 640. 740. 830. 830. 1050. 940. 1150. 990. 1200.
Riser IP54 4R 680. 780. 880. 880. 1110. 1000. 1220. 1050. 1270.

2500A Copper

1600A Copper

Basic Catalog Number SX316C1 SX316C2 SX316C3 SX416C1 SX516C1 SX416C2 SX516C2 SX416C3 SX516C3

4-Pole
4-Pole Isolated

3-Pole 3-Pole 4-Pole 4-Pole Grounded 4-Pole Ground
Grounded Isolated 200% Grounded 200% Isolated 200%

3-Pole (Internal) Ground 4-Pole Neutral (Internal) Neutral Ground Neutral

List Price Per Foot $

Feeder IP40 0F 445. 530. 600. 600. 760. 680. 840. 720. 870.
Feeder IP43 3F 497. 590. 680. 680. 850. 760. 940. 810. 980.
Feeder IP54 4F 530. 620. 710. 720. 900. 810. 990. 850. 1040.
Feeder IP65 5F 620. 730. 850. 850. 1060. 950. 1170. 1010. 1220.
Feeder IP66 6F 670. 790. 910. 910. 1140. 1020. 1250. 1080. 1310.

Plug-in IP40 0P 456. 540. 610. 620. 770. 690. 850. 730. 890.
Plug-in IP43 3P 510. 600. 690. 690. 860. 780. 950. 820. 990.
Plug-in IP54 4P 540. 640. 730. 730. 910. 820. 1010. 870. 1050.

Riser IP40 0R 451. 530. 610. 610. 760. 690. 840. 730. 880.
Riser IP43 3R 500. 590. 680. 680. 860. 770. 940. 810. 990.
Riser IP54 4R 530. 630. 720. 720. 910. 810. 1000. 860. 1040.

Add Suffix
To Basic

Busway Catalog
Type Number

Refer to Siemens Publication BUSA-05500 entitled,
“Sentron Busway Selection & Application Guide” 
for technical information and physical parameters.

Feeder or Plug-in

Indoor IP40
Spray Proof IP43
Splash Proof IP54

Feeder Only

Outdoor IP65
Severe Outdoor IP66

Basic Catalog Number SX325C1 SX325C2 SX325C3 SX425C1 SX525C1 SX425C2 SX525C2 SX425C3 SX525C3

Feeder IP40 0F 720. 850. 970. 970. 1210. 1090. 1340. 1150. 1400.
Feeder IP43 3F 810. 950. 1080. 1080. 1360. 1220. 1500. 1290. 1570.
Feeder IP54 4F 860. 1000. 1150. 1150. 1440. 1290. 1580. 1370. 1660.
Feeder IP65 5F 1010. 1180. 1360. 1360. 1700. 1530. 1870. 1610. 1960.
Feeder IP66 6F 1090. 1270. 1450. 1450. 1820. 1640. 2000. 1730. 2100.

Plug-in IP40 0P 730. 860. 980. 980. 1230. 1100. 1350. 1160. 1410.
Plug-in IP43 3P 820. 960. 1100. 1100. 1370. 1240. 1510. 1300. 1580.
Plug-in IP54 4P 870. 1020. 1160. 1160. 1450. 1310. 1600. 1380. 1670.

Riser IP40 0R 730. 850. 970. 970. 1220. 1100. 1340. 1160. 1400.
Riser IP43 3R 820. 950. 1090. 1090. 1370. 1230. 1500. 1300. 1570.
Riser IP54 4R 860. 1010. 1150. 1160. 1450. 1300. 1590. 1370. 1670.



Sentron® Straight Section Busway

Copper (3000 — 5000 Ampere)

Discount Schedule M Siemens Electrical Products SPEEDFAX 2000
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4000A Copper

Basic Catalog Number SX340C1 SX340C2 SX340C3 SX440C1 SX540C1 SX440C2 SX540C2 SX440C3 SX540C3

Feeder IP40 0F 1140. 1340. 1540. 1540. 1930. 1740. 2130. 1840. 2220.
Feeder IP43 3F 1280. 1500. 1730. 1730. 2160. 1950. 2380. 2050. 2490.
Feeder IP54 4F 1360. 1590. 1830. 1830. 2290. 2060. 2520. 2180. 2640.
Feeder IP65 5F 1600. 1880. 2160. 2160. 2710. 2430. 2980. 2570. 3110.
Feeder IP66 6F 1710. 2010. 2320. 2320. 2900. 2610. 3190. 2750. 3340.

Plug-in IP40 0P 1150. 1350. 1550. 1560. 1940. 1750. 2140. 1850. 2240.
Plug-in IP43 3P 1290. 1520. 1740. 1740. 2180. 1960. 2400. 2070. 2500.
Plug-in IP54 4P 1370. 1610. 1840. 1850. 2310. 2080. 2540. 2190. 2650.

Riser IP40 0R 1150. 1350. 1550. 1550. 1940. 1740. 2130. 1840. 2230.
Riser IP43 3R 1290. 1510. 1730. 1730. 2170. 1950. 2390. 2060. 2500.
Riser IP54 4R 1360. 1600. 1840. 1840. 2300. 2070. 2530. 2180. 2650.

5000A Copper

3000A Copper

Basic Catalog Number SX330C1 SX330C2 SX330C3 SX430C1 SX530C1 SX430C2 SX530C2 SX430C3 SX530C3

4-Pole
4-Pole Isolated

3-Pole 3-Pole 4-Pole 4-Pole Grounded 4-Pole Ground
Grounded Isolated 200% Grounded 200% Isolated 200%

3-Pole (Internal) Ground 4-Pole Neutral (Internal) Neutral Ground Neutral

List Price Per Foot $

Feeder IP40 0F 880. 1020. 1170. 1170. 1460. 1320. 1610. 1390. 1680.
Feeder IP43 3F 980. 1140. 1310. 1310. 1640. 1470. 1800. 1560. 1890.
Feeder IP54 4F 1040. 1210. 1380. 1390. 1730. 1560. 1910. 1650. 2000.
Feeder IP65 5F 1230. 1430. 1640. 1640. 2050. 1840. 2260. 1950. 2360.
Feeder IP66 6F 1310. 1530. 1750. 1750. 2200. 1970. 2420. 2080. 2530.

Plug-in IP40 0P 890. 1030. 1180. 1180. 1480. 1330. 1620. 1400. 1700.
Plug-in IP43 3P 990. 1160. 1320. 1320. 1650. 1490. 1820. 1570. 1900.
Plug-in IP54 4P 1050. 1230. 1400. 1400. 1750. 1580. 1930. 1660. 2010.

Riser IP40 0R 880. 1030. 1170. 1170. 1470. 1320. 1620. 1400. 1690.
Riser IP43 3R 990. 1150. 1310. 1320. 1650. 1480. 1810. 1560. 1890.
Riser IP54 4R 1050. 1220. 1390. 1390. 1740. 1570. 1920. 1660. 2010.

Add Suffix
To Basic

Busway Catalog
Type Number

Refer to Siemens Publication BUSA-05500 entitled,
“Sentron Busway Selection & Application Guide” 
or technical information and physical parameters.

Feeder or Plug-in

Indoor IP40
Spray Proof IP43
Splash Proof IP54

Feeder Only

Outdoor IP65
Severe Outdoor IP66

Basic Catalog Number SX350C1 SX350C2 SX350C3 SX450C1 SX550C1 SX450C2 SX550C2 SX450C3 SX550C3

Feeder IP40 0F 1360. 1610. 1850. 1850. 2320. 2090. 2550. 2200. 2670.
Feeder IP43 3F 1520. 1800. 2070. 2070. 2600. 2340. 2860. 2470. 2990.
Feeder IP54 4F 1610. 1900. 2200. 2200. 2750. 2470. 3030. 2610. 3160.
Feeder IP65 5F 1900. 2250. 2590. 2590. 3250. 2920. 3570. 3080. 3740.
Feeder IP66 6F 2040. 2410. 2780. 2780. 3480. 3130. 3830. 3300. 4000.

Plug-in IP40 0P 1370. 1620. 1860. 1860. 2330. 2100. 2560. 2210. 2680.
Plug-in IP43 3P 1530. 1810. 2090. 2090. 2610. 2350. 2870. 2480. 3000.
Plug-in IP54 4P 1630. 1920. 2210. 2210. 2770. 2490. 3040. 2630. 3180.

Riser IP40 0R 1360. 1610. 1860. 1860. 2320. 2090. 2560. 2210. 2670.
Riser IP43 3R 1530. 1800. 2080. 2080. 2600. 2340. 2860. 2470. 2990.
Riser IP54 4R 1620. 1910. 2200. 2200. 2760. 2480. 3030. 2620. 3170.


